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1P4105091009-210100 M9 INNER COOLING TUBE ASSEMBLY

P4105091009-210001 M9 OUTER COOLING TUBE
P4105091505-210105 L5 UPPER COOLING EXIT PORT

L5 UPPER COOLING PORT SUPPORT

L5 UPPER COOLING ENTRANCE PORT

SS-600-1-4 1/4 - 18 N.P.T MALE CONNECTOR SST 316 2

OFHC COPPER

OFHC COPPER

OFHC COPPER

OFHC COPPER
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REF. SOURCE

(SAGELOK)
DEARBORN VALVE & FITTING CO.

1540 N. OLD RAND ROAD
P.O. BOX 847

WAUCONDA, IL. 60084-0847
708-526-6900

FAX: 708-526-1221

P4105091505-210107

P4105091505-210106

NOTES AND ASSEMBLY SEQUENCE

1. INSERT INNTER COOLING TUBE ASSEMBLY (ITEM #1) INTO
OUTER COOLING TUBE (ITEM #2)

2. PRE-ASSEMBLE ITEMS #3, #4, & #5 TO SEE IF THEY SEAT
ON EACH OTHER. IF NOT, CUT INNER COOLING TUBE ASSY.
(ITEM #1) TO SIZE

3. SILVER SOLDER COOLING EXIT PORT (ITEM #3) TO OUTER
COOLING TUBE (ITEM #2)

4. SILVER SOLDER INNER COOLING TUBE ASSEMBLY TO BOTH
UPPER COOLING EXIT PORT (ITEM 3) & UPPER COOLING
ENTRANCE PORT (ITEM #5)

5. SILVER SOLDER UPPER COOLING SUPPORT PORT (ITEM #4) TO
BOTH UPPER COOLING EXIT PORT (ITEM #3) & UPPER COOLING
ENTRANCE PORT (ITEM #50

6. PRIOR TO INSTALLING SWAGELOK MALE CONNECTS, USE CAJON
PIPE THREAD SEALANT MS-TFS-50 TO ALLOW CONNECTIONS TO
BE DISASSEMBLED WITHOUT SPECIAL TOOLS

7. WATER PRESSURE TEST AT 500 P.S.I. AFTER WELDING AND ASSEMBLING

8. DIMENSIONS IN [  ] ARE MILLIMETERS AND FOR REF. ONLY

A2189100

P4105091009-210000-00

M9 LONG COOLED HORIZONTALLY
DEFLECTING X-RAY MIRROR
FIXED MASK PLUG COOLING

TUBE ASSEMBLY
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SEE PARTS LIST

MUSCIA 11/10/94

W. YUN 2/23/95

MUSCIA

D. SHU 3/5/95

D. SHU 3/5/95

T.M. KUZAY 3/6/95

BRAZE IN PLACE BEFORE
SILVER SOLDERING


